
Project Examples

Airports
Denver International

Denver, CO
King Abdulaziz International

Jeddah, Saudi Arabia
Queen Alia International

Amman, Jordan

Healthcare
Adventist Medical Health Center

Northern CA
Broomfield Hospital

Chelmsford, Essex UK
Erasmus Medical Center
Rotterdam, Netherlands

Santa Clara Valley Medical Center
San Jose, CA

Enterprise
Astra Zeneca Headquarters

Cambridge, UK
Genentech Headquarters

San Francisco, CA
Southwest Airlines

Dallas, TX
Sky Media Headquarters

London, UK

Hospitality
Imperial Pacific Resort

Saipan
MGM Resorts

Macau

Public Venues
Convention Centre Dublin

Dublin, Ireland
Lincoln Center for the Performing Arts

New York, NY
Pepsi Center
Denver, CO

The National 9/11 Memorial & Museum
New York, NY

West Kowloon Cultural District
Hong Kong

Universities
Montana State University

Bobcat Stadium, Bozeman, MT
Ohio State University

Columbus, OH
University of Alabama

Birmingham, AL
Muhlenberg College

Bensalem, PA
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The Primary Hub provides the connection to 
wireless operators’ or public safety source(s), 
converts RF signals to optical, and connects via 
fiber to either Secondary Hubs or Remotes. The
Primary Hub also provides Web GUI for DAS 
configuration and GUI/SNMP for status 
monitoring. Alarming is provided via relays.

The Primary Hub features a unique internal matrix 
that provides flexibility for routing supported 
wireless services within a system deployment. 
This allows specific operators or frequencies to 

be routed to the entire system or to designated 
parts of the system, depending on requirements.

A UNItivity 5000 system can range from a single 
Primary Hub and Remote (a 1-1 configuration) to 
multiple layers consisting of a Primary Hub, eight 
connected Secondary Hubs, and 64 Remotes 
(a 1-8-64 configuration). The Primary Hub is 
modular and supports up to four Service Modules 
and up to eight Optical Modules or Transport 
Modules.
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Primary Hub Data Sheet

Unit Specifications

Approvals & Listings

Ordering Information

SYSTEM BANDWIDTH 150 MHz TO 2.7 GHz

GAIN CONTROL STEP RESOLUTION 1 dB

DIMENSIONS W / D / H (mm) 17.5” (444) x 17.08” (430) x 5.2” (132) (3U)

WEIGHT 33.3 LBS (15.10 Kg) UNPACKED, FULLY POPULATED

ELECTRICAL MAX LOADING  AC: 110/230 V, 50/60 HZ /80 W (MAX), 0.7A, 274 BTU/HR

OPERATING TEMP AMBIENT NON-CONDENSING  -5 TO +45  C (23 TO 113 ºF)

CONNECTIONS ETHERNET (10/100 BASE-T), 2 ALARM RELAYS (DB-9F), 2 USB

PRIMARY HUB WITH SERVICE MODULES N TYPE RF TERMINATIONS

PRIMARY HUB WITH OPTICAL MODULES SC/APC OPTICAL CONNECTIONS

PRIMARY HUB WITH TRANSPORT MODULES SC/APC OPTICAL CONNECTIONS

HUB INTERCONNECT PRIMARY TO SECONDARY FIBER SC/APC DUPLEX CONNECTORS

ALARMING EXTERNALLY VIA DB9 CONNECTOR

EUROPE CE MARKED FOR RADIO EQUIPMENT DIRECTIVE 2014/53/EU AND ROHS DIRECTIVES 2011/65/EC

USA FCC FCC CERTIFIED

CANADA INDUSTRY CANADA CERTIFIED

SAFETY IEC 60950-1; EN 60950-1; UL60950-1, UL LISTED-E486578

LASER SAFETY IEC 60825-1:2007

System Connections

LEARN MORE AT ZINWAVE.COM

CATALOG # ITEM DESCRIPTION

305-0001 PRIMARY HUB, LOW BAND 150 MHz TO 
2.7 GHz
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